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Nylon-Insulated Terminals and Q.C. Crimping Tool

A9

LP98

Superbutt Connector 
22–18 Ga.

94727
*94727*

Superbutt Connector 
16–14 Ga.

94728
*94728*

Superbutt Connector 
12–10 Ga.

94729
*94729*

Ring Tongue 
22–18 Ga. 
No. 6 Stud

25250
*25250*

Ring Tongue 
22–18 Ga. 

No. 10 Stud

25252
*25252*

Ring Tongue 
16–14 Ga. 
No. 6 Stud

25260
*25260*

Ring Tongue 
16–14 Ga. 

No. 10 Stud

25262
*25262*

Ring Tongue 
16–14 Ga. 
1/4 Stud

25263
*25263*

Ring Tongue 
12–10 Ga. 

No. 10 Stud

25275
*25275*

Ring Tongue 
12–10 Ga. 
1/4 Stud

25276
*25276*

Ring Tongue 
12–10 Ga. 
5/16 Stud

25278
*25278*

Ring Tongue 
12–10 Ga. 
3/8 Stud

25279
*25279*

Ring Tongue 
12–10 Ga. 
1/2 Stud

25280
*25280*

Hook Tongue 
16–14 Ga. 
8–10 Stud

25455
*25455*

Hook Tongue 
12–10 Ga. 
6–10 Stud

25460
*25460*

Spade 
16–14 Ga. 
8–10 Stud

25267
*25267*

Spade 
12–10 Ga. 
8–10 Stud

25282
*25282*

Male Quick Slide 
16–14 Ga. 

.250 Tab Width

25287
*25287*

Female Quick Slide 
16–14 Ga. 

.250 Tab Width

25286
*25286*

Q.C. Crimping Tool
(Not Actual Size)

93474
*93474*


